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M U L T I F U E L  S T E E L  S T O V E S

With over twenty five years experience

designing some of the world’s finest

woodburning and multifuel stoves we

are pleased to introduce a new range of

premium quality products - designed

and engineered from the ground up to

meet the needs of contemporary room

heating.

We offer three ranges of stoves - steel,

cast iron and our contemporary range

(please ask your dealer for additional

brochures). 

Each range of stoves offers its own

distinct style and character. Whichever

you choose all of our stoves are built for

a lifetime of dependable use. 

All of our stoves now feature a 10 year

warranty and are available in traditional

black stove paint finish and a range of

colours depending on the model

chosen.

Featuring large ceramic glass door panels

you will enjoy a stunning view of the

fire, especially as the glass is continually

swept clear of combustion deposits by a

powerful airwash system. 

Cleanburn technology and a lined

firebox ensure that you get the

maximum efficiency from your fuel

supplies - whether you choose to burn

wood or solid fuel. Our entire range is

‘Smoke Exempt’ which means that you

can even use our stoves to burn wood in

smoke controlled zones. 

With outputs optimised to suit most

homes requirements our stoves offer

warmth, charm and dependability.
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Sophisticated on the outside... sophisticated on the inside...
STOVE CONSTRUCTION

Our steel stove range features stove bodies made from premium grade

heavy gauge steel with a solid cast iron door, grate and log guard. We use a

heavier gauge of steel than most stoves to ensure many years of service and

reliability. A solid cast iron door creates the defining finishing style to this

stove range.

OUTPUTS

ACR Stoves produce varying degrees of heat. In order to calculate whether

an appliance will be suitable for your room please consult your local dealer

for advice. As a general rule of thumb you will need approximately 1 Kw of

heat for every 14 cubic metres of room-space (based on an outdoor

temperature of O°c). Measure your room’s height, width and depth to

obtain a total cubic metres figure and divide by 14. This calculation can be

influenced by other factors such as levels of insulation and number of

windows, so treat your final figure as a guideline only. 

Your dealer will be happy to provide you with a more accurate calculation.

SMOKE EXEMPT

Smoke Exempt means that you can now burn wood in

designated smoke controlled zones. All the stoves in this

brochure are fully approved as Smoke Exempt by DEFRA, this

requires that the stove is used in accordance with the users manual.

Visit www.defra.gov.uk for further information.

CE CERTIFICATION

In line with current building regulations your installer will need to check

that the appliance he is installing is CE approved. All of our stoves are fully

CE approved and the appropriate certification is available to your installer

by calling ACR Stoves on 0121 706 8266.

DIRECT AIR SUPPLY

Many of our stoves can be connected to a direct air supply.

This allows combustion air to be drawn into the stove directly

from outside your home. Our direct air kit is designed for optimum

performance with our stoves and is available from your local ACR dealer.

Essential stove information

All of our stoves are
designed with a range of
sophisticated features

and a choice of
traditional stove paint

finishes.

Finishes depend on stove
model selected. 

Please see page 31 for
ten year warranty

information.
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SOLID CONSTRUCTION

Our stoves embody 25 years of design experience and are

manufactured only from premium grade materials to

withstand the high combustion temperatures and for many

years of enjoyable dependability. 

AIRWASH SYSTEM

Combustion can produce deposits that build up on the

inside of your stove, causing the glass door panel to

become obscured. Our airwash system is designed to sweep

away these deposits leaving a clear view of the fire.

CLEANBURN TECHNOLOGY

Our highly efficient cleanburn combustion means more

heat to your room and less harmful emissions to the

atmosphere. 

LINED FIREBOX

More heat is retained for keeping you warm and our lining

system also helps to keep the stove clean on the inside. 

ADJUSTABLE LOG GUARD

Simple to adjust between single or double height to suit

your fuel - whether using logs or loading up with solid fuel. 

STRAIGHTFORWARD CONTROLS

Front mounted controls make it an easy task to get your

stove under fire and to then maintain consistent output.

EASY TO MAINTAIN

Our traditional stove paint finishes can be wiped down

when cool. A specialist ACR stove paint spray is available

should you need to restore your stoves finish.
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AIRWASH 
SYSTEM

MULTI
FUEL

DIRECT AIR 
OPTION

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

DIRECT AIR 
OPTION

SMOKE 
EXEMPT

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

Optional direct air supply kit.
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We all have an obligation to protect the environment and
preserve its future. Making informed energy decisions now will
reflect in the environment around us in the years to come.

Stoves and the environment SEASONING & STORING LOGS

We recommend that our customers select seasoned wood

purchased from a sustainable forest management scheme,

to ensure that the wood you use will be replaced using

reliable methods. For more information please visit

www.acrstoves.com. 

Trees contain a lot of water, freshly cut logs will contain

about 50% water and will be difficult to burn and may

cause excessive tar deposits on glass panels, stove

components and the flue pipe. We recommend that logs

should be cut to the required lengths and stored outside in

a manner that allows air to circulate, but under cover so 

they are protected from rain. If possible, it is always best to

season the wood for two years before burning reducing

water content to less than 20%.

SOLID FUEL

We do not recommend the use of house coal or solid fuels

with a petroleum content of more than 20% as these could

cause damage to your stove and invalidate your warranty.

You are advised to check the compatability of the fuel you

intend to use with your chosen stove prior to committing

to buy.  For independent advice on all fuel types, please

contact the Solid Fuel Association on 01773 835400.

Woodburning is a highly efficient way of heating

your home. Wood is environmentally friendly as it

consumes more carbon dioxide whilst growing as it

emits when burning. Throughout the world people

are committed to reducing Co2 emissions, and by

choosing an ACR Stove you can make a difference

too. Wood is also one of the few fuels which is

renewable in our lifetime.
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The multifuel Earlswood III stove has all the wonderful,

cosy atmosphere of a traditional woodburning stove -

with a difference - being Smoke Exempt means that the

Earlswood III can be used for woodburning in smoke

controlled zones. So now you can enjoy a real crackling

log fire wherever you live - whether the town or

country.

The Earlswood III is also suitable for burning a range of

smokeless fuels (please see page 6 for more details) and

is equipped with a powerful airwash system to help

keep the glass door panel clear of deposits, for an

uninterrupted view of the fire.

Earlswood III 10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

Log guard adapts from double to single height to
accommodate different fuel loads on all Earlswood III stoves.

A brushed steel handle option is also available 

For further
information on steel
stove finishes please

see page 30.

5 kw

• High quality steel construction with solid cast iron door for strength and

efficient heat transfer

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 5kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel 

(please see page 6 for more details)

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Available in Traditional Black, Cranberry Blush and Buttermilk 

stove paint finishes

• Brushed steel handle available as an option

• Suitable for use on a 12mm hearth

• No additional room air ventilation required*

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

STEEL STOVE RANGE

*Depending on the age and type of property and should be
confirmed with your installer. 

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 



10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL
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Benefiting from all the features and solid construction

that make the Earlswood III such a charming stove,

the LS version is supplied with an integral log storage

base. Having a convenient store of logs to hand means

fewer trips outside for fuel on dark, wet winter

evenings and adds a charming new visual dimension

to the stove. 

Earlswood III LS 5 kw

A brushed steel handle option is also available 

• High quality steel construction with solid cast iron door for strength and
efficient heat transfer

• Log store pedestal base - keeps logs conveniently to hand

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 5kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel
(please see page 6 for more details)

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Available in Traditional Black, Cranberry Blush and Buttermilk 
stove paint finishes

• Brushed steel handle available as an option

• Suitable for use on a 12mm hearth

• No additional room air ventilation required*

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL STOVE RANGE

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

*Depending on the age and type of property and should be
confirmed with your installer. 

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 



The Hopwood multifuel stove features a 6Kw output

and with its panoramic wide styling and large glass

door brings a new dimension to the traditional stove.

Being Smoke Exempt allows you to burn wood in

smoke controlled zones - whether town or country. 

A range of smokeless fuels can also be burned to give

you plenty of fuel options and a reliable way to heat

your home (please see page 6 for more details). 

The Hopwood is equipped with a powerful airwash to

help keep the wide glass window clear of combustion

deposits and show off the fire to its fullest effect. 

Hopwood 6kw
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Log guard adapts from double to single height to
accommodate different fuel loads on the Hopwood stove.

• High quality steel construction with solid cast iron door for strength and

efficient heat transfer

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 6kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel

(please see page 6 for more details) 

• Panoramic wide glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Available in Traditional Black, Cranberry Blush and Buttermilk 

stove paint finishes

• Brushed steel handle as standard - matt black available as an option

• Suitable for use on a 12mm hearth

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL STOVE RANGE

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

DIRECT AIR 
OPTION

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 
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Featuring a heat output of up to 7Kw the Astwood is

capable of keeping larger rooms cosily warm through

long, cold winter nights. Constructed with the same

high quality materials and attention to detail that ACR

are renowned for - featuring a solid cast iron door and a

powerful airwash system to keep the large ceramic glass

panel clear of unsightly deposits.

With the ability to burn either wood or solid fuel

(please see page 6 for more details), and being Smoke

Exempt to allow burning wood in smoke controlled

zones, the Astwood is also a very practical way to heat

your home.

Astwood

Astwood log guard adapts from double to single height
to accommodate different fuel loads.

7kw

A brushed steel handle option is also available 

• High quality steel construction with solid cast iron door for strength and

efficient heat transfer

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 7kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel 

(please see page 6 for more details)

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Available in Traditional Black, Cranberry Blush and Buttermilk 

stove paint finishes

• Brushed steel handle available as an option

• Suitable for use on a 12mm hearth

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL STOVE RANGE

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

DIRECT AIR 
OPTION

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 
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The Malvern II stove brings a more contemporary style

to the traditional stove, with a choice of leg lengths

and a pedestal base option. All will keep you beautifully

warm and cosy throughout the winter and those chilly

summer evenings. Being Smoke Exempt means that the

Malvern II can be used for woodburning in smoke

controlled zones. So whether you live in the town or

the country, you can now enjoy the pleasures of a real

woodburning stove.

A range of smokeless fuels can also be burned on the

Malvern II (please see page 6 for more details) which is

also equipped with a powerful airwash to help keep the

glass clean for a fantastic view of the fire.

Malvern II 5kw

The Malvern II is also available with an extended leg or pedestal base option

• High quality steel construction with solid cast iron door for strength and
efficient heat transfer

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 5kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel
(please see page 6 for more details) 

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Standard, extended leg and pedestal base options available

• Available in Traditional Black, Cranberry Blush and Buttermilk 
stove paint finishes

• Brushed steel handle as standard - matt black available as an option

• Suitable for use on a 12mm hearth

• No additional room air ventilation required*

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL STOVE RANGE

Log guard adapts from double to single height to
accommodate different fuel loads on all Malvern II stoves.

*Depending on the age and type of property and should be
confirmed with your installer. 

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 



19www.acrstoves.com18

With all the advanced features, build quality and style

of the Malvern II stove, the Malvern II Classic

introduces a touch of Regency charm with its elegantly

sculpted lines. Being Smoke Exempt means that the

Malvern II Classic can be used for woodburning in

smoke controlled zones. So whether you live in the

town or the country, you can now enjoy the pleasures

of a real woodburning stove. The Malvern II Classic is

equipped with a powerful airwash to help keep the

glass clear of unsightly deposits for a fantastic view of

the fire and is also suitable for use with a range of

smokeless fuels (please see page 6 for more details).

Malvern II Classic 5kw

• High quality steel construction with solid cast iron door for strength and

efficient heat transfer

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 5kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel

(please see page 6 for more details) 

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Available in Traditional Black stove paint finish

• Brushed steel handle

• Suitable for use on a 12mm hearth

• No additional room air ventilation required*

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL STOVE RANGE

Malvern II Classic log guard adapts from double to
single height to accommodate different fuel loads.

*Depending on the age and type of property and should be
confirmed with your installer. 

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 
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The Malvern II LS features the same attention to detail

and high standard of construction as the standard

Malvern II stove, but with the addition of an integral

log storage base. Ideal for keeping a supply of fuel

conveniently to hand with fewer trips outdoors - the

Malvern II LS offers its own distinct style.

Malvern II LS 5kw

F E A T U R E S  A T  A  G L A N C E

• High quality steel construction with solid cast iron door for strength and

efficient heat transfer

• Log store pedestal base - keeps logs conveniently to hand

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 5kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel

(please see page 6 for more details) 

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Available in Traditional Black, Cranberry Blush and Buttermilk 

stove paint finishes

• Brushed steel handle as standard - matt black available as an option

• Suitable for use on a 12mm hearth

• No additional room air ventilation required*

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL STOVE RANGE

*Depending on the age and type of property and should be
confirmed with your installer. 

Malvern II LS log guard adapts from double to single
height to accommodate different fuel loads.

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 



The Buxton stove is capable of generating 7Kw of heat

to keep larger rooms warm and snug throughout the

cold winter months. Clean, contemporary styling and

an extended leg option make this versatile stove perfect

for the less traditional room. The Buxton is Smoke

Exempt meaning that you can burn wood in smoke

controlled zones and can also burn a variety of

smokeless fuels (please see page 6 for more details)

making it a very practical way of heating your home. 

Buxton 7kw
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Log guard adapts from double to single height to
accommodate different fuel loads on all Buxton stoves.

The Buxton is also available with
an extended leg option

• High quality steel construction with solid cast iron door for strength and

efficient heat transfer

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 7kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel

(please see page 6 for more details) 

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Extended leg option available

• Available in Traditional Black, Cranberry Blush and Buttermilk 

stove paint finishes

• Brushed steel handle as standard - matt black available as an option

• Suitable for use on a 12mm hearth

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL STOVE RANGE

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

DIRECT AIR 
OPTION

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 



Buxton LS 7kw
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With the same attention to detail and high standard of

construction as the standard Buxton stove, the LS

model features a convenient integral log storage base,

creating a stunning room centrepiece. The Buxton LS is

also Smoke Exempt allowing you to burn wood in

smoke controlled zones.

• High quality steel construction with solid cast iron door for strength and

efficient heat transfer

• Log store pedestal base - keeps logs conveniently to hand

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 7kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel 

(please see page 6 for more details)

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Adjustable log guard for either wood or solid fuel

• Available in Traditional Black, Cranberry Blush and Buttermilk 

stove paint finishes

• Brushed steel handle as standard - matt black available as an option

• Suitable for use on a 12mm hearth

• Optional direct air supply kit available (80mm spigot)**

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

CRANBERRY 
BLUSH STOVE 
PAINT FINISH

BUTTERMILK 
STOVE PAINT 

FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL STOVE RANGE

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

DIRECT AIR 
OPTION

**As per Approved Document J of the Building Regulation and
HETAS guidelines, room ventilation is still required. 



Tenbury 5kw
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The Tenbury insert is the perfect solution for enjoying

real stove ambience in a standard 16” fireplace

opening. Featuring attractive, contemporary styling

and straightforward installation with its free floating

flue collar and convection outerbox. The Tenbury can

take up to logs 25cm long or smokeless fuel (please see

page 6 for more details). A powerful airwash helps to

keep the glass clear giving you a stunning view of the

flames. As a Smoke Exempt appliance, the Tenbury can

be used to burn wood in smoke controlled areas

making this a very versatile solution to room heating.

• High quality steel construction for strength and efficient heat transfer

• Designed for easy installation into a standard 16” fireplace opening

• Smoke Exempt - you can now burn wood in smoke controlled zones 

• 5kw nominal output - suitable for a wide range of room sizes

• Multifuel - can be used with wood and smokeless fuel

(please see page 6 for more details) 

• Large glass window for a relaxing view of the flames

• Very powerful airwash to help keep the glass panel free of deposits

• Available in Traditional Black stove paint finish

• Brushed steel handle

• No additional room air ventilation required*

• 10 Year warranty

F E A T U R E S  A T  A  G L A N C E F I N I S H  O P T I O N S

10
YEAR

10
YEAR
WARRANTY

SMOKE 
EXEMPT

AIRWASH 
SYSTEM

MULTI
FUEL

TRADITIONAL 
BLACK STOVE 
PAINT FINISH

For further
information on steel
stove finishes please

see page 30.

STEEL FIREPLACE INSERT RANGE

*Depending on the age and type of property and should be
confirmed with your installer. 
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Fuel Wood and Solid Fuel

Nominal Output 5 kw

Net Efficiency 84.3%

Gross Efficiency 76.7%

Max Hearth Temp Less than 100°C

Weight 100 kg

Max Log Size 35 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet 740 mm

Rear of stove to centre top flue outlet 105 mm

Construction Cast Iron and Steel

Malvern II LS

Fuel Wood and Solid Fuel

Nominal Output 7 kw

Net Efficiency 78%

Gross Efficiency 71%

Max Hearth Temp Less than 100°C

Weight 95 kg

Max Log Size 42 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet (standard legs) 485 mm

Rear of stove to centre top flue outlet 110 mm

Construction Cast Iron and Steel

Buxton

Fuel Wood and Solid Fuel

Nominal Output 5 kw

Net Efficiency 84.3%

Gross Efficiency 76.7%

Max Hearth Temp Less than 100°C

Weight 80 kg

Max Log Size 35 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet (standard legs) 430 mm

Rear of stove to centre top flue outlet 105 mm

Construction Cast Iron and Steel

Malvern II
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Fuel Wood and Solid Fuel

Nominal Output 5 kw

Net Efficiency 84.3%

Gross Efficiency 76.7%

Max Hearth Temp Less than 100°C

Weight 80 kg

Max Log Size 35 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet 430 mm

Rear of stove to centre top flue outlet 105 mm

Construction Cast Iron and Steel

Stove technical specifications - steel stove range

Earlswood III

Fuel Wood and Solid Fuel

Nominal Output 5 kw

Net Efficiency 84.3%

Gross Efficiency 76.7%

Max Hearth Temp Less than 100°C

Weight 101 kg

Max Log Size 35 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet 669 mm

Rear of stove to centre top flue outlet 105 mm

Construction Cast Iron and Steel
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Earlswood III LS

Fuel Wood and Solid Fuel

Nominal Output 6 kw

Net Efficiency 77%

Gross Efficiency 70%

Max Hearth Temp Less than 100°C

Weight 85 kg

Max Log Size 45 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet 447 mm

Rear of stove to centre top flue outlet 113 mm

Construction Cast Iron and Steel
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Hopwood

Fuel Wood and Solid Fuel

Nominal Output 7 kw

Net Efficiency 78%

Gross Efficiency 71%

Max Hearth Temp Less than 100°C

Weight 95 kg

Max Log Size 42 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet 485 mm

Rear of stove to centre top flue outlet 110 mm

Construction Cast Iron and Steel

Astwood

All dimensions are quoted in mm unless stated otherwise.

Stove technical specifications - steel stove range
All dimensions are quoted in mm unless stated otherwise.

Pedestal base option • Overall height: 750mm • Floor to centre of rear flue: 640mm
Long legs option • Overall height: 726mm • Floor to centre of rear flue: 620mm
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Fuel Wood and Solid Fuel

Nominal Output 5 kw

Net Efficiency 84.3%

Gross Efficiency 76.7%

Max Hearth Temp Less than 100°C

Weight 80 kg

Max Log Size 35 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet 430 mm

Rear of stove to centre top flue outlet 105 mm

Construction Cast Iron and Steel

Malvern II Classic

Long legs option • Overall height: 786mm • Floor to centre of rear flue: 675mm



KEEPING YOUR STOVE IN TIP-TOP CONDITION
Our stoves are carefully engineered for many years of trouble
free service. To keep your stove looking its best and working
efficiently we offer a range of products and consumable spare
parts specifically designed for maintaining your stove.

ACR TRADITIONAL STOVE PAINT
A premium quality temperature resistant paint designed for
keeping the appearance of all stove paint finish stoves looking
as-new. The environmentally friendly spray makes application
to your stove straightforward and with a heat resistant rating
up to 650°C you can be assured of a long lasting quality finish
on your stove. 

ACR GLASSBRIGHT DOOR GLASS CLEANER
Specially formulated to make cleaning your stoves glass as easy
as possible. Unsightly deposits can build up from burning
unseasoned wood or non-recommended solid fuels, spoiling
the view of the fire. Regular cleaning with Glassbright will
assist by dissolving away these stubborn deposits and make
cleaning much easier.

DOOR SEALS
It is important that door seals are maintained to ensure your
stove is operating at maximum efficiency. Your supplying stove
dealer will stock new door rope seals for your ACR stove. We
recommend that you replace the seal if the current one is
showing excessive signs of wear and tear, or damage.

SPARE PARTS
A wide range of spare parts are available from stock for your
ACR stove. Should you encounter a problem and require parts,
please contact your supplying dealer.

Stove accessory range

30 31www.acrstoves.com

Our steel stove range is available in Traditional Black,

Cranberry Blush and Buttermilk stove paint finishes. 

All finishes can be cleaned by wiping with a damp cloth once

the paint finish has initially cured and when the stove has

cooled. 

Traditional Black stove paint
Featured stove: Hopwood

Cranberry Blush stove paint
Featured stove: Buxton

Buttermilk stove paint
Featured stove: Malvern II

Premium quality ACR temperature resistant

and environmentally friendly aerosol colour

matched stove paints are also available to

restore your stoves finish should the need

arise. See page 31 for further information.

Steel stove finish options

Stove technical specifications - steel stove range
All dimensions are quoted in mm unless stated otherwise.

Stove warranty information
10 YEAR WARRANTY
All ACR Stoves are covered by a 10 year warranty which covers

all stove body castings, it does not include consumable items
such as glass and door seals. This 10 year warranty is only

applicable when the stove is purchased from one of our
recommended retailers. 

If a stove from any of our brands is purchased from a
non-recommended retailer then only a 12 month

warranty will be applicable as outlined below.

All stoves are covered by a 1 year warranty when purchased
through a non-recommended retailer. The warranty covers the
stove body castings only and does not include consumable
items such as grates, firebricks, vermiculite panels, baffles, log
guards, door rope and glass. 

Any warranty claims should be addressed to your original
supplier and accompanied with the date of purchase and serial
number of the appliance.

10
YEAR

10
YEAR
WARRANTY

Fuel Wood and Solid Fuel

Nominal Output 7 kw

Net Efficiency 78%

Gross Efficiency 71%

Max Hearth Temp Less than 100°C

Weight 120 kg

Max Log Size 42 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top or Rear

Floor to centre of rear flue outlet 795 mm

Rear of stove to centre top flue outlet 110 mm

Construction Cast Iron and Steel

Buxton LS
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Fuel Wood and Solid Fuel

Nominal Output 5 kw

Net Efficiency 82.9%

Gross Efficiency 75.4%

Max Hearth Temp More than 100°C

Weight 60 kg

Max Log Size 25 cm

Flue Diameter 125 mm (inside dia)

Flue Location Top

Floor to centre of rear flue outlet N/A

Rear of stove to centre top flue outlet 75 mm

Construction Steel

Tenbury

472

334400

58
8

55
0

The installation must be carried out by a competent person registered with a Government approved competent persons scheme. For
example, HETAS Ltd operate a competent person scheme - please visit www.hetas.co.uk to learn more and to find a qualified installer. 

Alternatively, the installation can be carried out under Local Authority Building Control approval.

Stove installation



All installations shown in this brochure are for illustrative purposes only. All actual installations must comply with the latest building regulations and ACR Heat Products Ltd installation manuals.

Please note that due to limitations of the printing process, colour reproduction of the stoves may vary slightly from those shown. Please consult your dealer for more accurate colour matching. 

ACR Heat Products Ltd reserves the right to amend any specifications herein or to make any product design changes. The specifications, dimensions and information shown within our brochures are provided for information purposes

only and are not binding. With the aim of constantly improving our equipment, all modifications considered necessary may be made without notice.

Your local ACR dealer:

Issue 1 / September 2016

ACR Heat Products Limited, Unit 1, Weston Works, 

Weston Lane, Tyseley Birmingham B11 3RP, England.

• Tel: 0121 706 8266 • Fax: 0121 706 9182

• E-mail: enquiries@acrheatproducts.co.uk • www.acrstoves.com 

Astwood Traditional Black finish 7 Kw - see page 14

Scan code with your mobile
device for more information



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 100
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 100
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox false
  /PDFXBleedBoxToTrimBoxOffset [
    0.30000
    0.30000
    0.30000
    0.30000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (proofer 2008)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [651.969 898.583]
>> setpagedevice


